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(r) The term ‘“‘Total Toxic Organics
(TTO)” shall mean the sum of the
masses or concentrations of each of the
following toxic organic compounds
which is found at a concentration
greater than 0.010 mg/1.

Benzene

1,1,1-Trichloroethane chloroform

2,6-Dinitrotoluene ethylbenzene methylene
chloride napthalene

N-nitrosodiphenylamine anthracene phen-
anthrene toluene trichloroethylene

(s) The term ‘‘alkaline cleaning rinse
for forged parts’ shall mean a rinse fol-
lowing an alkaline cleaning bath
through which a forged part is proc-
essed. A rinse consisting of a series of
rinse tanks is considered as a single
rinse.

(t) The term ‘pickling rinse for
forged parts’ shall mean a rinse, other
than an alkaline cleaning rinse,
through which forged parts are proc-
essed. A rinse consisting of a series of
rinse tanks is considered as a single
rinse.

(u) The term ‘‘tumbling or bur-
nishing” shall mean the process of
polishing, deburring, removing sharp
corners, and generally smoothing parts
for both cosmetic and functional pur-
poses, as well as the process of washing
the finished parts and cleaning the ab-
rasion media.

(v) The term ‘‘surface coating’ shall
mean the process of coating a copper
workpiece as well as the associated
surface finishing and flattening.

(w) The term ‘‘miscellaneous waste
stream’’ shall mean the following addi-
tional waste streams related to form-
ing copper: hydrotesting, sawing, sur-
face milling, and maintenance.

(x) The term ‘‘precious metals’’ shall
mean gold, platinum, palladium and
silver and their alloys. Any alloy con-
taining 30 or greater percent by weight
of precious metals is considered a pre-
cious metal.

(y) The term ‘beryllium copper
alloy” shall mean any copper alloy
that is alloyed to contain 0.10 percent
or greater beryllium.

[48 FR 36957, Aug. 15, 1983; 48 FR 50718, Nov.
3, 1983, as amended at 50 FR 34334, Aug. 23,
1985; 51 FR 7571, Mar. 5, 1986]

§468.11

§468.03 Monitoring and reporting re-
quirements.

The following special monitoring re-
quirements apply to all facilities con-
trolled by this regulation.

(a) The ‘“‘monthly average” regu-
latory values shall be the basis for the
monthly average discharge in direct
discharge permits and for pretreatment
standards. Compliance with the month-
ly discharge limit is required regard-
less of the number of samples analyzed
and averaged.

(b) As an alternate monitoring proce-
dure for TTO, indirect dischargers may
monitor for oil and grease and meet
the alternate monitoring standards for
oil and grease established for PSES and
PSNS. Any indirect discharger meeting
the alternate monitoring oil and grease
standards shall be considered to meet
the TTO standard.

§468.04 Compliance date for PSES.

The compliance date for
pretreatment standards for existing
sources is August 15, 1986.

[48 FR 36957, Aug. 15, 1983, as amended at 48
FR 41410, Sept. 15, 1983]

Subpart A—Copper Forming
Subcategory

§468.10 Applicability; description of
the copper forming subcategory.

This subpart applies to discharges of
pollutants to waters of the United
States, and introduction of pollutants
into publicly owned treatment works
from the forming of copper and copper
alloys except beryllium copper alloys.

[61 FR 7571, Mar. 5, 1986]

§468.11 Effluent limitations rep-
resenting the degree of effluent re-
duction attainable by the applica-
tion of the best practicable control
technology currently available
(BPT).

Except as provided in 40 CFR 125.30
through 125.32, any existing point
source subject to this subpart must
achieve the following effluent limita-
tions representing the degree of efflu-
ent reduction attainable by the appli-
cation of the best practicable control
technology currently available:

673



		Superintendent of Documents
	2015-08-25T12:57:13-0400
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




